	CUSTOM CRIMSON GUITAR SPECIFICATIONS FOR 

	NECK
	

	NUMBER OF STRINGS
	

	NECK TIMBERS
	

	FINGERBOARD TIMBERS
	

	BINDING AND BINDING COLOUR.MATERIAL
	

	FINGERBOARD INLAYS
	

	HEADSTOCK SHAPE
	

	HEADSTOCK BINDING
	

	CUSTOM HEADSTOCK INLAY
	

	SCALE LENGTH



	

	NUMBER OF FRETS



	

	GENERAL FEEL OF NECK(FAST, FAT

	

	NECK JOINT (IE THROUGH NECK, BOLT ON)


	

	ALL ACCESS NECK TO BODY-CARVE
	

	FRETBOARD RADIUS



	

	WIDTH AT 12TH FRET
	

	WIDTH AT NUT
	

	DEPTH @ 1ST FRET



	

	DEPTH @ 12TH FRET



	

	SIZE OF FRETS (MED, LARGE, ETC)

	

	STAINLESS STEEL OR NICKEL SILVER FRETS-
	

	TYPE OF NUT (LP, FENDER OR COMPENSATED) AND MATERIAL
	

	SPECIAL FEATURES?
	

	BODY
	

	BODY TIMBER(S)
	

	CAP TIMBERS
	

	BINDING? FRONT, BACK, BOTH
	

	BASIC MODEL OR CUSTOM SHAPE
	

	SOLID, TONE CHAMBERS, F-HOLES
	

	ERGONOMIC BACK CARVE
	

	CUSTOM FRONT CARVE OR STANDARD
	

	HEIGHT OF STRINGS OFF BODY AT BRIDGE
	

	OIL OR LACQUER FINISH
	

	STAIN COLOUR ON CAP/BACKPLATES
	

	SPECIAL FEATURES/EXTRA DETAILS
	

	PARTS AND HARDWARE
	

	HARDWARE COLOUR
	

	MACHINE-HEAD TYPE/MAKE
	

	BRIDGE TYPE/MAKE
	

	BRIDGE PICKUP MAKE AND TONE
	

	MIDDLE PICKUP MAKE AND TONE
	

	NECK PICKUP MAKE AND TONE
	

	VOL/TONE CONTROLS AND SWITCHES
	

	SPECIALIST WIRING FEATURES
	


